NASA _
Technical /’/3/5’

Memorandum

NASA TM - 103540

THE CORROSION PROTECTION OF 2219-T87
ALUMINUM BY ANODIZING

By M.D. Danford

Materials and Processes Laboratory
Science and Engineering Directorate

June 1991
CiATA-TH-1y 1u60) THL OPRBOSICH POGT 7 IgM T L= YL
3 22Y 9187 ALUMINUM Y ANOP L7 iNo {wA2A)
AN LSl 1iF

uncl :s
s‘-_‘,‘/:‘(} (}ﬁ;c‘“i’7

NNASN

National Aeronautics and
Space Administration

George C. Marshall Space Flight Center

MSFC - Form 3190 (Rev. May 1983)






NNASA

National Aeronautics and
Space Administration

Report Documentation Page

The Corrosion Protection of 2219-T87 Aluminum

1. Report No. 2. Government Accession No. 3. Recipient's Catalog No.
NASATM - 103540
4. Title and Subtitle 5. Report Date
June 1991

by Anodizing 6. Performing Organization Code
7. Author(s) 8. Performing Organization Report No.
M.D. Danford

10. Work Unit No.

9. Performing Organization Name and Address

George C. Marshall Space Flight Center
Marshall Space Flight Center, Alabama 35812

11. Contract or Grant No.

13. Type of Report and Period Covered

Washington, DC 20546

12. Sponsoring Agency Name and Address

Technical Memorandum

National Aeronautics and Space Administration 14. Sponsoring Agency Code

NASA

15. Supplementary Noles

Prepared by Materials and Processes Laboratory, Science and Engineering Directorate.

18, Abstract

Various types of anodized coatings have been studied for 2219-T87 aluminum. These
include both type II and type IIT anodize coats which have been water sealed and a newly
developed and proprietary Magnaplate HCR™ coat. Results indicate that type III anodizing is not
much superior to type II anodizing as far as corrosion protection for 2219-T87 aluminum is
concerned. Magnaplate HCR™ coatings should provide superior corrosion protection over an
extended period of time using a coating thickness of 51 microns (2.0 mils).

17. Key Words (Suggested by Author(s))

corrosion protection

2219-T87 aluminum, corrosion protection by
anodizing, ac impedance spectroscopy,
comparison of anodizing types in

18. Distribution Statement

Unclassified — Unlimited
Subject Category: 26

19. Security Classif. (of this report)

Unclassified

20. Security Classif. {of this page) 21. No. of pages 22. Price

Unclassified 30 NTIS

NASA FORM 1626 OCT 86

For sale by the National Technical information Service, Springfield, VA 22161-2171







ACKNOWLEDGMENT

The author wishes to thank Dr. C.P. Covino of the General Magnaplate Corporation
for supplying specimens coated with Magnaplate HCR™,






TABLE OF CONTENTS

INTRODUCTION

............................................................................................................

THE ac IMPEDANCE METHOD

.................................................................................

EXPERIMENTAL

...........................................................................................................

RESULTS AND DISCUSSION. ..ottt
A Comparison of Type IT and Type III Anodizing..........ccooviivioiiiniinninn
A Comparison of Type Il Anodizing at High and Low pH..............
The Corrosion of Magnaplate-Coated Samples at High and Low pH..............

A Comparison of the Magnaplate Coating With Other Coating Types

CONCLUSIONS

..............................................................................................................

REFERENCES

................................................................................................................



LIST OF ILLUSTRATIONS

Figure Title
1. Primary equivalent circuit model for analysis of ac impedance data......................
2. Equivalent circuit model for calculating the Warburg coefficient..............cccoccoeeeen
3. Exploded view of the sample holder..........coooveiiiiniinn
4. Magnified view of anodized 2219-T87 aluminume.........cooovviiiiiniiniiniiii e,
5. Magnified view of anodized 6061-T6 aluminum..............coovviniiniiniiiiii
6. Magnified view of Magnaplate HCR™ coaling...........cccocvviviiiiiiiiis
7. Highly magnified view of Magnaplate HCR™ coating showing tiny cracks.............
8. R(T), R(P), and Warburg coefficient-time curves for type Il anodizing..................
9. Icorr, water fraction, and delamination-time curves for type II anodizing.............
10. R(T), R(P), and Warburg coefficient-time curves for type Il anodizing.................
11. IcoRrR, water fraction, and delamination-time curves for type 11l anodizing............
12. R(T), R(P), and Icorr-time curves for type 1l anodizing at pH 5.3,
13. R(T), R(P), and Icorr-time curves for type 11 anodizing at pH 8.8 ...
14. R(T), R(P), and Icorr-time curves for Magnaplate HCR™ coat at pH 5.5...........
15. R(T), R(P), and Icorr-time curves for Magnaplate HCR™ coat at pH 8.9..........

v

Page
11
12
13
14
14
15
15
16

17

18

20

22

23



LIST OF TABLES

Table Title Page
1. Chemistry of 2219-T97 aluminumM.........ccccorviiniiiiniiii e 9
2. Comparison of average corrosion rates for type II and type III anodizing............ 9
3. Comparison of average corrosion rates for type Il anodizing and Magnaplate

athigh and 1ow pH.....coooiiii 10
4. Comparison of average corrosion rates for various anodized aluminum
samples at high and Iow pH......occoooiiiii 10






TECHNICAL MEMORANDUM

THE CORROSION PROTECTION OF 2219-T87 ALUMINUM
BY ANODIZING

INTRODUCTION

Aluminum alloy 2219-T87 is used extensively in the construction of both the external
tank and the solid rocket booster skirts of the space shuttle system because of its high
strength at cryogenic and elevated temperatures, resistance to stress corrosion cracking, and
good weldability. It is also being seriously considercd as the baseline material for construc-
tion of the space station element modules. However, it is subject to general corrosion and to
pitting corrosion when exposed to a humid environment, and especially to an environment
containing chloride ions.

Coatings being considered for corrosion protection are anodized surfaces (both type I
and type III), epoxy primer, and primer-topcoat systems. Decisions concerning the use of
these protective coatings will have (o be made after considering the degree of corrosion
protection required. It is generally believed that type IIT or hard-anodized surfaces give
superior corrosion protection than do surfaces with the type II or conventional sulfuric acid
anodized coatings. However, type 1II anodizing is difficult to perform in the case of 2219-T&7
aluminum because of the alloy's high copper content (6.3 percent). In this study, an attempt
was made to compare the corrosion protection of both types of anodizing. A good epoxy
primer coat will very probably give better corrosion protection than either of the anodized
surface treatments, although conditions may not be such that the painted surfaces are
required. In addition, a study was made of Magnaplatc HCR™,! a high-technology
synergistic coating which produces a harder-than-steel surface and should exhibit
extraordinarily improved corrosion resistance over hard anodized aluminum. An aluminum
alloy of unspecitied composition and temper, coated with a S1-micron (2.0-mil) coat of
Magnaplate HCR™, showed little or no effects of corrosion after 24 months of continuous
exposure to the atmosphere and to a S-percent salt spray in tests performed by other
laboratories. However, the high copper content of 2219-T87 aluminum is a factor to be
considered.

All measurements in this work were performed with ac impedance spectroscopy, and
utilized the dc polarization resistance technique where possible. Comparisons of corrosion
resistance were made at both high and low pH for several types of anodized aluminum alloys.
While it is believed that the results of this study are both accurate and reproducible, it must
be stated that the achievement of properly anodized surfaces for the small sample disks
employed in this work is very difficult because the current and voltage requirements used in
the anodizing process are generally set up for much larger specimens.



THE Ac IMPEDANCE METHOD

The primary equivalent circuit model used for analysis of the ac impedance data is
shown in figure 1. The circuit model of figure 2 was used to calculate the effect of diffusion
polarization. A contribution due to the Warburg impedance, or the effect due to diffusion
polarization, is given by

ZW =cW —1/2_jGW -~1/2
(1)

Here, Zy, is the Warburg impedance, W = 2rX frequency, j = V=1, and & is the Warburg
coefficient. The value of ¢ is obtained using the model of figure 2, and, generally, the higher
the value of o, the less is the diffusion of the surrounding medium through the specimen coat.
If the value of o exceeds that of the charge transfer parameter Ry, the corrosion is diffusion
controlled. Trends in the o-time curves usually correlate well with positions of maxima and
minima in the Iogrr-time curves, where Icggrp is the corrosion current, and with trends in
Rp-time curves, where Rp is the coating or pore resistance. The development and selection of

these models has been discussed previously.?

Values for each of the circuit components in either figure 1 or figure 2 were treated as
parameters in the nonlinear ORGLS3 least-squares program, which automatically adjusted
these parameters to obtain a best fit to the observed Bode magnitude data (log impedance
versus log W). Corrosion currents were calculated from ac impedance data using the relation

(ha) X (be) 1
2.303 (by+b.) Ry+Rg’ (2)

Icorr =

which is the Stern-Geary equation for charge transfer control.#-¢ Tafel constants (b, and b,)
were assumed to be 50 mV each, and (Rp+Ry) is the total charge transfer resistance. The
value of 50 mV each for the Tafel constants has been found to provide excellent agreement
with values of /cogrpr obtained by dc polarization resistance of measurements.” However, in
cases where measurements using the polarization resistance technique were possible,
values of Icorr oObtained with this technique were used because Tafel constants are

calculated directly from the data and no assumptions are necessary. This was the situation
for most of the measurements in the present work. The corrosion rate for 2219-T87 aluminum

is given by

Corrosion rate (mpy) = 0.44014 X IcoRrr -
(3)



In some cases, two recently developed techniques were tried. One of these involved
the calculation of water content in the coating.® The volume fraction of water is given by

C(DIC(0) = 80V,
(4)

where C.(t) is the coating capacitance at time ¢ and C(0) is the initial coating capacitance.
This expression holds for low-volume fractions, V. The other technique involves the calcu-
lation of a delamination factor.? It is related to the impedance parameters by

$/So = 2nfp Co Rp .
(5)

where S/5,, is fraction of surface area delaminated, fy, is the value of the frequency at which

the phase shift is 45°, C. is the coating capacitance, and Rp is the pore resistance. §/S, was
determined only on a relative basis in this work, and only the trends in the S/S,, versus time
curves were examined.

EXPERIMENTAL

Magnaplate coated samples are prepared by a proprietary procedure and were
supplied by the General Magnaplate Corporation. Although specimens, both 16 microns
(0.625 mils) and 51 microns (2.0 mils) in coating thickness, are currently being tested in a
S-percent salt spray cabinet, results for the electrochemical methods are reported here. The
salt spray test, a conventional method, will require a much longer period of time. Only the 16-
micron coating thickness was studied in the present work. Disks of 2219-T87 aluminum, 1.43
cm (9/16 in) in diameter and 0.16 cm (1/16 in) thick, were anodized in-house using conven-
tional sulfuric acid anodize, type II class 1, and hard anodized, type TII class 1. Specimens
were waler-sealed in both cases. Attempts to hard anodize the small 1.43-cm diameter
disks resulted in the burning of many of the disks; therefore, 10- by 15-cm (4- by 6-in) plates
were hard anodized and disks stamped out afterwards. This procedure produced some crevice
corrosion of the disks in the sample holder of the electrochemical cell (fig. 3), resulting from
damage to the disk edges in the stamping process. As a result, in the case where type 11
anodizing was to be compared with type IIT anodizing, the type 11 anodizing was carried out
by the same procedure. The small type Il anodized disks were stamiped out prior to anodizing
where comparisons with the type 111 anodize were not carried out. In these cases, no crevice
corrosion occurred.

Sample surfaces were wiped with alcohol to remove fingerprints. For comparison of
the type II and type 111 coatings, samples were immersed in 3.5-percent sodium chloride
(NaCl) solutions for 27 days, buffered at pH 8.2, Both the type IT anodized and Magnaplate
coated disks were placed in 3.5-percent NaCl solutions butfered at both a pH of about 5.5 and
a pH of 8.9 in order to compare their behavior at high and low pH. Buffer solutions were



prepared as described previously.l0 A saturated calomel reference electrode was used in all
electrochemical measurements.

Alternate current and dc polarization resistance measurements (where possible) were
made on alternate days for the entire test period. The EG&G-PARC model 378 ac impedance
system was used for the ac impedance measurements. These data were taken in three sec-
tions. The first two sections, beginning at 0.001 Hz and 0.1 Hz, respectively, were obtained
using the fast Fourier transform technique. The last section, ranging from 6.28 to 40,000 Hz
was collected using the lock-in amplifier technique. The sequencing was performed auto-
matically using the autoexecute procedure, with all data merged to a single set for each run.
The period of collection for the ac impedance data was approximately 3 hours. After collection,
the data were processed and analyzed with the IBM PC/AT computer using the models
shown in figures 1 and 2. This computer also controlled the experiment.

Data for the polarization resistance method were collected using the same instru-
mentation with the EG&G-PARC model 342C software, which was developed especially for
dc measurements. The instrumentation developed by EG&G-PARC automatically corrected
the data for IR drop during the scan. The data were analyzed using the program POLCURR.!!
The theory for the polarization resistance technique has been described previously.12

RESULTS AND DISCUSSION

The chemistry of the 2219-T87 aluminum used in this work is presented in table 1.
Magnified views of the surfaces of anodized 2219-T87 and 6061-T6 aluminum surfaces are
compared in figures 4 and 5. The surfaces appear smoother in the case of 2219-T87 aluminum
than for the 6061-T6 specimen. The craters which appear on the surface do not extend to the
aluminum metal surface, as evidenced by cross sections of the samples. A magnified view of
the Magnaplate surface, taken at x 100, is shown in figure 6. A highly magnified view
(x 3,500) of the Magnaplate surface is shown in figure 7 and reveals a tiny crack which is
present in the surface. The depth of crack penetration is not known, but it probably does not
extend to the aluminum metal surface.

A Comparison of Type Il and Type Ill Anodizing

Type I1I anodizing resulted in the burning of several of the small 1.43-cm diameter
disks. Additional plates (10 by 15 cm) were anodized and the disks stamped subsequently.
For comparative purposes, the same procedure was used for type II anodizing. This
procedure resulted in damage to the edges of the disks, and some crevice corrosion was
cvident after exposure to salt water. Because of this, results are somewhat influenced by the
crevice corrosion contribution, and corrosion rates are somewhat higher than they would be
otherwise. Coating thicknesses were 8 microns (0.3 mils) for the type II anodizing and 10
microns (0.4 mils) for the type III anodizing. Curves obtained by ac impedance methods are
shown in figures 8 and 9 for type II anodizing and in figures 10 and 11 for type III anodizing.



The charge transfer parameter R(T) (fig. 8A) for type II anodizing drops rather rapidly
and reaches a minimum plateau after 4 days of exposure. R(P) (fig. 8B) starts at a rela-
tively low value, rises somewhat, and drops rather slowly. The Warburg coefficient (fig. 8C)
peaks at about 7 days and oscillates thereafter. The value of Icorr (fig. 9A) ranges from
about 0.05 pA/cm? to 0.22 pA/cm? at 27 days. The curve oscillates with time, generally
characteristic of aluminum alloy corrosion. The curve for the volume fraction of water (fig. 9B)
reaches a maximum at about 8 days and shows a gradual rise thereafter. The curve for the
delamination parameter (fig. 9C) peaks at about 6 days and drops slowly. The curves for the
charge transfer resistance R(7T) and coating or pore resistance R(P) indicate poorer corrosion
protection for type II anodizing than might be expected. Part of this is no doubt due to the
crevice corrosion which occurred. The average corrosion rates over 7 and 27 day periods are
shown in table 2 for type Il anodizing. For the first 7 days of exposure, the average corrosion
rate was (0.0285 mils/year (mpy) and was (0.0517 mpy for the 27-day period. For comparison,
the corrosion rate of bare 2217-T87 aluminum was measured as (.80 mpy.

In the case of type 1T anodizing, the curve for charge transfer resistance R(T) (fig.
10A) starts a value comparable to that for type I anodizing, but holds up over a longer time
before reaching its minimal value. The coaling resistance R(P) (fig. 10B) starts at a higher
value than that for type II anodizing and remains higher throughout. Thus, the protective
coating is somewhat better in this case. The Warburg coefficient (fig. 10C) peaks at 4 days,
then drops and oscillates. The curve for Icorr (fig. 11A) starts at 0.005 pA/cm?2 and peaks
at 0.22 pA/cm? at 15 days.

The average corrosion rate was 0.0181 mpy for the first 7 days and 0.0343 mpy for the
27-day period. The average corrosion rates for type 11T anodizing are therefore about half
those for type Il anodizing. These values, of course, include the crevice corrosion. The results
are summarized in table 2 for type IT and type II1 anodizing.

The curve for the volume fraction of water (fig. 11B) remains at small values until 1t
rises rather rapidly at about 18 days. The curve for the delamination parameter (fig. 11C)
exhibits similar behavior. Trends in the curves for volume fraction of water and the delamina-
tion parameter correlate rather well with trends in the Icorr-time curve in this case. In
general, type 1T or hard anodizing provides only slightly better corrosion protection than the
conventional type 11 sulfuric acid anodizing.

A Comparison of Type Il Anodizing at High and Low pH

All disks were stamped out prior to anodizing in this case, and the disks were
individually anodized. Samples were compared by exposure to a 3.5-percent NaCl solution
buffered at pH 5.3 and pH 8.8. The coating thickness was 5 microns (0.2 mils) in both cases.
In these tests, no crevice corrosion was evident. Curves for samples exposed at pH 5.3 are
shown in figure 12, while those for pH 8.8 are shown in figure 13.

The charge transfer resistance R(T) (fig. 12A) at pH 5.3 starts at about 1,000 k€,
drops rapidly, and rcaches a minimum at about 4 days. It remains at a reasonably high level
thereafter at 50 to 100 k€. The coating resistance R(P) (fig. 12B) starts at 13.5 k€2 and
declines slowly thercafter, but maintains a relatively high level throughout. The IcOrr curve
(fig. 12C) starts at a very small value, peaks at about 4 days, and rises slowly thereafter



with oscillation. The average corrosion rate was 0.0113 mpy for the first 7 days and 0.0256
mpy for the 27-day period.

The charge transfer curve at pH 8.8 (fig. 13A) starts at a very high level, 97,000 kQ,
and drops more slowly to its minimal value at 7 days. Values of R(T) drop to a lower value
than did those at pH 5.3 during the latter part of the exposure. The pore or coating resistance
R(P) (fig. 13B) starts at 11 kQ and maintains a high level for about 10 days. It falls to about
the same level as did the corresponding curve at pH 5.3 beyond 10 days. The IcorRr curve
(fig. 13C) starts at very small values, but rises very rapidly with oscillation during the latter
part of the test. The coverage corrosion rate for the first 7 days was 0.008 mpy, and was
0.0207 mpy for the entire 27-day period. These values are, therefore, approximately the same
at pH 5.3 and pH 8.8. Magnified views of the sample surfaces showed one medium-sized but
rather deep pit in the sample exposed at pH 5.3, while three smaller, less shallow pits were
cvident in the sample exposed at pH 8.8. This is in accord with experiments performed
earlier!3 in which it was found that pit initiation occurs more readily at high pH with a greater
tendency toward pit passivation, as evidenced by the small pit size.

The Corrosion of Magnaplate-Coated Samples at High and Low pH

Magnaplate HCR coats with thickness of 15.2 to 16.5 microns (0.6 to 0.65 mils) were
applied individually to 1.43-cm diameter disks after stamping. The charge transfer curve R(T)
is shown in figure 14A for a specimen exposed at pH 5.5. The curve starts at a value of about
16,000 k€2, but rises to values as high at 60,000 k€ and falls to a minimal value of about 500
k€ after 11 days. The high values of R(T) thus persist much longer in the case of Magnaplate
than for the type Il anodized specimens. The value of R(P) (fig. 14B) shows similar charac-
teristics, starting at about 9 k€, falling to a minimum at 11 days of about 2.5 kQ2 and main-
taining that level throughout. The Icorr curve in figure 14C shows very small values initially
and rises to a peak at 11 days, the same point at which the R(T) and R(P) curves reach their
minimum values. The average corrosion rate is only 0.0002 mpy for the first 7 days and only
0.0095 mpy for the entire 27 days.

The sample exposed at pH 8.9 did not hold up quite as well. The R(T) curve in figure
15A starts at about 31,000 k€ but shows steady decline, reaching a minimal value at 9 days.
The pore or coating resistance R(P) in figure 15B shows somewhat better characteristics,
starting at a value of 6.5 k€ and rising to a maximum value of 15 k€ at 7 days. It reaches a
minimal value of 1.5 k€ at 11 days and continues to drop beyond that point. The Icorr curve
(fig. 15C) exhibits rather small values up to about 16 days but rises very abruptly, peaking at
a value of 0.2 pA/cm? at 21 days. Corrosion thus occurred very rapidly toward the end of the
test, causing a higher average corrosion rate for the 27-day period. The average corrosion
rate for the first 7 days was only 0.0007 mpy, about the same as that at pH 5.5, but the rapid
risc in the final test stage at pH 8.9 increased the average rate to 0.0196 mpy for the 27-day
period.

It might be argued that the difference at pH 8.9 could be attributed to the individual
coating of the small disks, but two other samples tried at this pH also showed signs of early
deterioration. Therefore, according to this test, the Magnaplate coating holds up better at pH
5.5 than at pH 8.9. Average corrosion rates for both type II anodizing and Magnaplate coated
samples are summarized in table 3. Examination of the Magnaplate specimens, under
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magnification after exposure, revealed a small but rather deep pit in the sample exposed at
pH 5.5. The sample exposed at pH 8.9 showed a broader, less shallow pit, probably a result
of three or four smaller pits which were initiated, but coalesced with time into a single,
broader pit. Pitting characteristics are therefore similar to those for type Il anodizing.

A Comparison of the Magnaplate Coating With Other Coating Types

A comparison of corrosion rates at low and high pH for various samples is made in
table 4. Average corrosion rates for 2219-T87 aluminum with the type II anodized coat, 6061-
T6 aluminum with type T anodized coat, and Tufram coated 6061-T6 aluminum are listed for
7- and 27-day durations. Values of coating thickness and pH levels are also given.

The Magnaplate coat is equal or superior to all other coating types at low pH, in spite
of the fact that the coating thickness is Iess in many cases. At high pH, the Magnaplate coat
is superior o type II anodize, but seems to be inferior to a thicker type 11T anodized coat on
prolonged exposure. However, for shorter exposure times, the thinner Magnaplate coat pro-
vides about equal protection. It is also evidently inferior to a much thicker Tufram coat on
prolonged exposure at high pH. Again, the Magnaplate coat is at least equal to the much
thicker Tufram coat for shorter exposure times. Since the Magnaplate coat can be applied to a
thickness of 51 microns (2.0 mils), a coating of this thickness should provide superior
corrosion protection for a prolonged period of time for 2219-T87 aluminum.

CONCLUSIONS

Type I anodizing is only slightly better than type 1T anodizing as far as corrosion
protection is concerned. Samples with the type 11 anodizing behave equally well at low and
high pH. Magnaplate HCR, which was included in this study, showed superior corrosion
protection at low pH for an extended period of time. A sample exposed at high pH showed
excellent corrosion protection over the short range, but deteriorated after long exposure. The
Magnaplate coatings for this work had a nominal thickness of 16 microns (0.625 mils).
However, since coating thicknesses of 51 microns (2.0 mils) can be applied, coats of such
thickness should provide superior corrosion protection for extended periods of time.

Magnaplate with a coating thickness of 51 microns (2.0 mils) is therefore highly
recommended for 2219-T87 aluminum. It not only affords excellent corrosion protection, but
presents a very hard (about RC-70), wear resistant, and durable surface.
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Table 1. Chemistry of 2219-T97 aluminum.

Element
Silicon (Si)
Copper (Cu)
Iron (Fe)
Manganesc (Mn)
Zinc (Zn)
Titanium (T1)
Vanadium (V)
Zircontum (Zr)
Chromium (Cr)

Aluminum (Al)

Listed Weight Percent
(ASTM B-209)

(.2 Maximum
58-6.8

0.3 Maximum
02-0.4

0.1 Maximum
0.02 -0.10
0.05-0.15
0.10 - 0.25
0.05 Maximum

Balance

Measured Weight Percent
(MSFC Analysis)

0.100
6.700
0.227
0.220
0.030
0.085
0.092
0.128
0.024

92.394

Table 2. Comparison of average corrosion rates for type II and type IH anodizing.

Coat Secal
Type 11 Walter
Type 11 Water

*Crevice corrosion occurred.

CR CR
(7 Days) (27 Days)
mpy mpy pH State
0.0285 0.0517 8.2 CC*
0.0181 0.0343 8.2 CC*



Table 3. Comparison of average corrosion rates for type II anodizing and
Magnaplate at high and low pH.

Coat

Type 11
Type 11
Magnaplate

Magnaplate

Table 4. Comparison of average corrosion rates for various anodized aluminum

Coating CR CR
Type Thickness (7 Days) (27 Days)

Coat Aluminum Microns mpy mpy
Type 11 2219-T87 (H,O)* 05 0.0113 0.0256
Type 11 2219-T87 (H,O)* 05 0.0008 0.0207
Type 11 6061-T6 (H,O)* 25 0.0020 0.0041
Type 111 6061-T6 (H,0)* 25 0.0004 0.0001
Tufram 6061-T6 40 0.0110 0.0171
Tufram 6061-T6 40 0.0014 0.0004
Magnaplate 2219-T87 16 0.0002 0.0095
Magnaplate 2219-T87 16 0.0007 0.0196

*Water sealed.
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Seal

Water

Water

CR

(7 Days)

mpy
0.0113
0.0008
0.0002

0.0007

CR
(27 Days)
mpy
0.0256
0.0207
0.0095

0.0196

samples at high and low pH.

pH
53
8.8
55

8.9

pH
53
8.8
5.5
9.5
55
9.5
5.5

8.9
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Figure 1. Primary equivalent circuit model for analysis of ac impedance data.
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Figure 5.
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Figure 8. R(T), R(P), and Warburg coefficient-time curves for type II anodizing.
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Figure 10. R(T), R(P), and Warburg coefficient-time curves for type III anodizing.



e
3
(a) <
(o]
<
T
Q
_O
o
>
(b) >
T
>
Ne)
>
C
(c) 0.

Figure 11. Icorr, water fraction, and delamination-time curves for type III anodizing.

233

1.57

0.81

0.05

0.10

1.52

1.12

0.71

0.31

0.09

0.10

0.73

0.51

0.30

0.09

0.

TIII T T T T T TTTT

2219-T87, 0.4 Mil Coat
Type lil, Class 1
Water Seal

! ! i i Il 1 1 ] 4 i ! i I 1 I |

;11117111111111

0.37 0.92 1.19

1.74

0.65 1.47 2.02 229 256

Time, days x 10

1 l i i 1 1 1 L

/IIITIIIIIIIII

0.37 0.65 0982 1.18 1.47 1.74

Time, days x 10 '

L

—_

0 037 0.65 092 119 1.47

Time, days x 10 ™

1.74 2.02 2.29

2.56

19



20

2219-T87, 0.2 MIL COAT

TYPE II, CLASS 1
WATER SEAL
pH 5.3

1.28

0.96

0

0.63

0.30

R(T) x 103, KQ

003 1 i 1 | 1 |

0.61 0.86 1.1 1.38

TIME, DAYS x 10

LIS

1.40

0.86

0.53

G
R(P) x 10 ', KQ

TIYT T T VT T T

1.62

1.87

0.09 i ! 1 | 1 | ! 1 1 |

1

212

T !

2.37

0.10 0.35 0.61 0.86 1.1 1.36

TIME, DAYS x 10

1.40
0.96

0.53

TT T T 1T 1T TT 1110l

°
| 10 uA/cm2
CORRX 'V

0.09 [ SR R SN S N N EU B

1.62

1.87

212

1

237

1

0.10 0.35 0.61 0.86 1.11 1.38

TIME, DAYS x 10

Figure 12. R(T), R(P), and IcORR-time curves for type II anodizing at pH 5.3.

1.62

1.87

212

2.37



(a)

Cs
R(P) x 107, KQ R(T) x 107>, KQ

)
I 10 A/cm2
corprXx 1V, 1t

-0.03 KT S T E

2219-T87, 0.2 MIL COAT
TYPE I, CLASS 1

129

0.97

0.64

0.31

001 J] 1 1 1 1 1 J1 1 ) 1 1 1 {
0.10 0.86 1.11 1.36 162 1.87 212 2.37

TIME, DAYS x 10

116 |

079 F

042 |

0.05 [ I TR B L T e Y S T M 1
0.10 0.35 0.61 0.86 1.11 1.36 1.62 1.87 2.12 2.37

TIME, DAYSx 10~

1.61
1.06

0.51

rT1r1rr1 111t t1 1T 1T Td

0.10 0.35 0.61 0.86 1.1 1.36

TIME, DAYS x 10"

Figurc 13. R(T), R(P), and Icorr-time curves for type 1 anodizing at pH 8.8,

21



)
R(T) x 107, KQ

C;
R(P)x 1071, KQ

(V]
£
=
3

e

(c) 2
>
o
o
®)
kS
Figure 14.

22

2219-T87 ALUMINUM
MAGNAPLATE HCR
pH 5.5

0.79 7

—4

0.58

0.37

0.16 1

-0.05 +—r——
010 0.35

1 T T T T T T T T 1

1 3 1 1 ] ¥ T
0.61 086 1.1 136 1.62 187 212 237

Time, days x 107!

—h

o

~J
J

s
o
o

o

~I

w
j

|

o©
a
~

0.20 +———
010 0.35

T T T Lf 1 ¥ L{ T 1

0.61 086 1.11 136 1.62 187 212 237

Time, days x 1071

-

N

—
J

Q
w
w
L

Q
<)
o

©
n
-

| S T N T T S U WO S N O O o |

'012 T T T T ¥ 0 T T T T T 7
0.10 035 0.61 086 1.11 136 1.62

T T T L}

187 212 237

Time, days x 1071

R(T), R(P), and Icorr-time curves for Magnaplate HCR™ coat at pH 5.5.



R(P)x 1071, KQ R(T) x 1074, KQ

o
lCORR x 10, wA/CmM?

Figure 15.

-0.04 +—

-0.01 +==

2219-T87 ALUMINUM
MAGNAPLATE HCR
pH 8.9

4.14 7

3.09 1
2.05 1
1.00 ]

T T T T T T T T L)

010 035 0.61 086 1.1 136 1.62 187 212 237

Time, days x 1071

2.17 1

1.09
0.55

—

0.01 T
0.10

L) T T T Lf ¥ T T L

T i T T T 1 T 1 T
0.35 0.61 086 1.11 1.36 1.62 187 212 237

Time, days x 1071

2.72 1
2.38
2.04
1.70
1.36 1
1.02
0.68 -
0.33

T T T T T T T T L

0.10 0.35 0.61 086 1.1 1.36 1.62 1.87 212 237

Time, days x 107!
R(T), R(P), and Icorgr-time curves for Magnaplate HCR™ coat at pH 8.9.



APPROVAL

THE CORROSION PROTECTION OF 2219-T87 ALUMINUM BY ANODIZING
By M. D. Danford

The information in this report has been reviewed for techni-
cal content. Review of any information concerning Department of
Defense or nuclear energy activities or programs has been made by
the MSFC Security Classification Officer. This report, in its
entirety, has been determined to be unclassified.

R 2 Py S,

J, segh W. Montano

Corrosion Research Branch

) TV Dpsest

-’Paul M. Munafo
Chief
Metallic Materials Division

;/?M//f%/;éiéléxh

Paul H. Schuerer
Director
Materials & Processes Laboratory

47 U. S. GOVERNMENT PRINTING OFFICE 1991 — 531—-081/40084

24



